
Setup sheet for program crank 

•Summary

Program comment: 

Design document: 

Crank v7 

Product version: 

Fusion 360 CAM 

2.0.13377 

Created: 

06/29/2022 10:56:46 

Number of setups: 2

Number of operations: 

12 

Number of tools: 5 

Tools: Tl T2 T3 T4 TS

Maximum Z: 1.6008 in 

Minimum Z: -1.03 in 

Maximum feedrate: 159.54 in/min 

Maximum spindle speed: 10186 rpm 

Cutting distance: 186.3469 in 

Rapid distance: 52.7369 in 

Estimated cycle time: lm 50s 

• Tools

Number: 1

Diameter offset: 1

Length offset: 1

Tool type: flat end mill 

Diameter: 0.375 in 

Length: 0.975 in 

Number of flutes: 3 

Tool description: 

3/8" Flat Endmill 

Tool product: 

Minimum Z: -1.03 in 

Maximum feedrate: 

159.54 in/min 

Cutting distance: 

173.3125 in 

Rapid distance: 45.3925 in 

Estimated cycle time: 

lm 32s 

Holder description: 

CAT40-ER32-2.35 

Maximum spindle speed: Holder product: 

Number: 2

Diameter offset: 2

Length offset: 2

Tool type: spot drill 

Diameter: 0.25 in 

Tip angle: 90 deg 

Number: 3 

Diameter offset: 3 

Length offset: 3 

Tool type: drill 

Diameter: 0.159 in 

Tip angle: 118 deg 

10186 rpm 

Length: 0.85 in 

Number of flutes: 2

Tool description: 

1/4" Spot Drill 

Tool product: 

Minimum Z: -0.07 in 

Maximum feedrate: 

17.19 in/min 

Length: 1.69 in 

Number of flutes: 2

Tool description: #21 Drill 

Tool product: 

Minimum Z: -0.2548 in 

Maximum feedrate: 

17.19 in/min 

Maximum spindle speed: 

4584 rpm 

Cutting distance: 0.25 in 

Rapid distance: 1.09 in 

Estimated cycle time: ls 

Holder description: 

CAT40-ER32-2.35 

Holder product: 

Maximum spindle speed: 

7207 rpm 

Cutting distance: 0.4794 in 

Rapid distance: 1.2794 in 

Estimated cycle time: 2s 

Holder description: 

CAT40 Drill Chuck 

Holder product: 












